300 (12) min.

5.5 m (18') to

6.1 m (20"
Nonfreeways
T
0.1 m 35
Freeways DIVIDED

HIGHWAY

20 m
"
Nonfreeways
6"
Freeways

MULTILANE HIGHWAYS

5.5 m (18) to
6.1 m (20"

1.5 m min.*
1.5 m min.x

1.2 m min.*

600 (24) Preferable

e e

* In any area where parking is likely fo
occur or where there are obstructions
to view or where signs are located over
sidewalks, the height shall be at least
2.1 m (7).

TWO LANE RURAL HIGHWAYS

T

SPEED|
LIMIT

30

(7
21 m

Sidewalk

URBAN LOCATIONS
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Signs in any area shall be erected to
a uniform height above the edge of the
pavement,

26-1-1 Q3nss)

5w, .35 W
T

POST SPACING FOR NON-FREEWAY SIGN PANELS

93° £ 1°

93° t I°
TANGENT SECTION

CURVE SECTION

GROUND MOUNT SIGN POSITIONING

All dimensions are in milimeters (inches)
unless otherwise shown.

DATE REVISIONS
1-1-97  [Renum. Standard 2320-5.

SIGN PANEL
ERECTION DETAILS

(Sheet 1 of 2)

2-1-95 |Rev. angle for ground

mounted signs on
tangent.

STANDARD 720006




—~
(@)
70'
~ ’ 4
qls Hof
IR O R
H c
HOoll €
ofl 8z
0

PAVEMENT MOUNT DETAIL

(36)
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SPLICE DETAIL

51 x 51 x var. (2 x 2 x var.

44 x 44 x 300 (1¥4x 1¥ax 12)

57 x 57 x 1500 (2'/4x 2/4x 60)

84 x 64 x 450 (2'/px 2'/ox 18)

ClElicliclie

57 x 57 x 900 (2'/ax 2'/4x 36)

All bolts MIO (3%') hex head zinc or cadmium plated.

TELESCOPING STEEL POST ASSERMBLY
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(6)

®)

16 (%) Hole
3 places

238 dia.
(9%
S
Letters [, D and H are [~ i
50 (2) series D raised. el 292 dia.
(112
X
2 Class Sl concrete
o
f — —_—
! L
[T [ Ground line
I~
| s RN f ! /I’ RN ESZE DN 2SN
/ | / B g S clzle dd 5
1 i CALY) wla /| / 1
b | =~ ~|2 | | ola
7 | ) g 1 Sl%
« ol No. 10 (No. 3) Re-bars N | o~
| 9 I<E] 10 welded connections L ~, — ~, L
25 S Z -
2 7 q "
¥5) | 1 1
J__I |
| ~ N ’
| M —
7 7 ol 1
X QI8
' = s ! g8
13 | 89 | 100 dia. | 35 | 67 ) f— A
o | & BV T (@ "% 2% 11
300 dia. 11
' a2 1 1
SECTION A-A
CONCRETE FOUNDATION
FOR WOOD POSTS
= 38 Shim with stainless steel washers.
(@] ‘W) If necessary additional washers may
44 T be used for vertical alignment of
(]yi._ QO 51 the post.
le—2L
57 o ) M12x83 (/5x3Ya) Zinc
(ZuT’ | plated anchor bolt
7 @) Lock washer

(LI

of
LM[O (Me) Zinc plated

carriage bolt
POST ASSEMBLY DETAIL

3 min.
(/g)

ANCHOR BOLT DETAIL

CAST [RON BASE FOR TELESCOPING
STEEL SIGN POST

All dimensions are in millimeters (inches)
unless otherwise shown.

SIGN PANEL
ERECTION DETAILS

(Sheet 2 of 2)
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